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APPLICATIONS : 

Effluent Treatment Plants
Sewage Treatment Plants
Water Supply Schemes
Steel & Aluminium Industry
Pulp & Paper Industry
Chemicals & Fertilizers
Food & Drug Industry
Pumps & Valve Calibration Lab
Dairy Industry
Corrosive Liquids
Sugar Industry

AQUAMET
ELECTROMAGNETIC FLOWMETER
DN15-DN1000



FEATURES :

Measurement is independent of, density, viscosity, temperature and pressure.
High accuracy is guaranteed according to the linear measurement principle.
Short inlet and outlet runs.
Free pipe cross section.
Dn 15 to Dn 1000 covers a wide range of pipe size. A variety of liners and 
electrodes are available to fulfill different flow characteristics and applications.
High degree of reliability and measuring stability.
Analog Output signal 4~20 mA.
Transmission output for digital communication.
Medium Temp Range-: -10~150 degree C.
Environmental Temp-: 0~55 Degree C.
Electrical power voltage- 220VAC 50Hz, 24VDC.
Max power consumption-less than or equal to 15W.

Size-Dn15 - Dn1000
Electrode Material - 316L,Hc, Hb, Ti, Ta 
Liner Material - Neoprene, PTFE, PFA, F46
Conductivity - Greater or Equal 5  
Accuracy - +/-0.5% of the value displayed
                  +/-0.2% Optional
Measuring Range - 0.2 ~ 28000 m3/h
Protection Class - IP65, IP67

AQ 100 ELECTROMAGNETIC FLOWMETER (Flange Type)

Size-Dn15 - Dn80
Electrode Material - 316L,Hc, Hb, Ti, Ta
Liner Material - PTFE, PFA, F46
Conductivity - Greater or Equal 5 
Accuracy - +/-0.5% of the value displayed
                  +/-0.2% Optional
Measuring Range - 0.2 ~ 180 m3/h
Protection Class - IP65, IP67

AQ 120 ELECTROMAGNETIC FLOWMETER (Triclover Type)

Size-Dn15 - Dn300
Electrode Material - 316L,Hc, Hb, Ti, Ta
Liner Material - PTFE, PFA, F46
Conductivity - Greater or Equal 5  
Accuracy - +/-1% of the value displayed             
Measuring Range - 0.2 ~ 2500 m3/h
Protection Class - IP65, IP67
Pow. Supply - 3.6 V lithium battery

AQ 150 ELECTROMAGNETIC FLOWMETER (Battery Operated)
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